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B.S. Locktion of Containers and Regulating Equipment.
(a) Containers and first stage regulating equipment shall be located
outside of buildings other than those especially provided for this purpose.
Except as herein provided, each individual container shall be located with
respect to nearest important building or group of buildings or line of
adjoining property which may be built on in accordance with tile fol-
lowing table:
Dist. Bet.
Minimum        Distance   Aboveground
Water Capacity Per Container   Underground   Aboveground    Containers
Less than 125 gallons .........    10 feet        None         None
125 to 500 gallons ............    10 feet        10 feet      3 ft.
501 to 1,200 gallons ..........    25 feet        25 feet      3 ft.
Over 1,200 gallons ............    50 feet        50 feet      5 ft.
In cases of bulk storage in heavily populated or congested areas, the inspec-
tion department having jurisdiction shall determine restrictions of individual
tank capacity, total storage, and distance to line of adjoining property which
may be built on.
(b) In the case of buildings devoted exclusively to gas manufacturing and
distributing operations the above distances may be reduced provided that in
no case shall containers of capacity exceeding 500 gallons be located closer
than 10 ft. to such gas manufacturing and distributing buildings.
(c) Any container used in domestic or commercial service, where transfer
of liquid is made from such containers into portable containers such as on
tractors, skid tanks, or similar applications shall be located not less than 50
feet from nearest building.
(d) Readily ignitable material such as weeds and long dry grass shall be
removed within ten feet of any container.
B.6. Container Valves and Accessories.
(a) All shut-off valves and accessory equipment (liquid or gas) shall be
approved for use with liquefied petroleum gas, and designed for nut less than
the maximum pressure to which they may be subjected.
(b) All connections to containers, except safety relief connections and gaug-
ing devices shall have shut-off valves located as close to the container as
practicable.
(c) Excess flow valves where required by these standards shall close au-
tomatically at those rated flows of vapor or liquid as specified by the manu-
facturer. The connections or line including valves, fittings, etc., being pro-
tected by an excess flow valve shall have 'a greater capacity than the rated
flow of the excess flow valve.
(d) Liquid level gauging devices which are so constructed that outward
flow of container contents shall not exceed that passed by a No. 54 drill size
opening, need not be equipped with excess flow valves.
Openings from tank or through fittings attached directly on tank to which
pressure gauge connection is made need not be equipped with exV!ss flow
valve if such openings are protected by not larger than No. 54 drill size
opening.


